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OWNER'S MANUAL 

OPERATION 
SPECIFICATIONS 



MINI-KORG SYNTHESIZER OPERATING PROCEDURE 



Connect AC line cord (found inside re- 
cessed compartment on rear of unit, 
figure 1) to local voltage 50/60Hz outlet 




. Connect audio cable (shielded-type) from 
jack marked "•Output", to input of your 
amplifier. Utilize jack marked "H" for high 
impedance use (100Kfl) or jack marked 
"Low"* for low impedance (5Kft) shown 



: Rack as shown 



Switch on/off control to "On" position. If 
pilot lamp fails to light, check fuse found 
in rear compartment, figure 1 and replace 
With identical rating only. 



5. Adjust pitch-control slide for tuning figure 
10. 

To adjust Pitch, set Attack -Percussion 
slides (figure 5) to "8", and all instant Set 
Tabs- (figure 8) to OFF position. 



6. Follow the control descriptions listed below 
for a better understanding of the versa- 
tility of your new MINI-KORG SYNTHE- 
SIZER. 

7. Unit is equipped with 2 rear adjustable 
legs for tilting. 



CONTROL DESCRIPTION: 
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EFFECT SECTION 



BALANCE PITCH DUET 

MODULATOR 1 < 
MODULATOR 2. 
MODULATOR 3, 

COARSE FINE TUNE NOISE! • 

NOISE 2 




EFFECT SUSTAIN TRAVEL 
LONG VIBRATO 



- Balance Control 
Use this control to balance the volumes of the 
effect section and the front panel section. 
Sliding the lever up will accentuate the effect 
section. 
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-Modulator 1.2 
Creates a Ring Modulator feeling using the 
effect and front panel oscillators can be achi- 



variety of : 
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effects, including temple bells.chimes and gam- 
bang instruments. In this case adjust the pitch 
control for the best level. Further, by adjus- 
ting the balance control, realistic saxophone, 
brass, etc. sounds can be produced. Modulators 
1 and 2 work on different octaves, so use the 
best setting to match your selection. 
- Modulator 3 
This setting separates the effect section from 
the keyboard. In this way the 3 7 keys can de 
used to produce a random scale of various 
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Noise 2 

This also provides a scale of noise, ireely 
varied by Travel control. By varying the Volume, 
Traveler. Expand and Repeat controls you can 
create many noise sounds, such as wind, waves. 

• Travel Vibrato 
This makes the Traveler control operate accord- 
ing to the vibrato speed and intensity, automa- 
tically rotating left and right for the same 
tremulous tone. 

- Sustain Long 
Expands the length of Attack. 
Sustain by ten times. Use it for speci 
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Effect 

Controls the whole effect s< 
the Sustain Long and Travel 
off (up position) when 
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INSTANT-SET CHART with EFFECT SECTION 
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By changing the effect : 
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Find the best tone by adjus- 
ting the effect section Pitch 
control. 



Work the Traveler left and 
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Operate the Balance control 
briskly to create a feeling of 
reality. 



This results in a percus 
sound different than that 
mally provided dy the 



An interesting variation is to 
gradually change the repeat 
speed, attack, etc. 
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MINI-KORG SYNTHESIZER PREPARED INSTANT-SET CHART 

It is often better to change the lever position sligntly according to the type of amplifier used. 
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SSel to 16' for a bass clarinet 
tone. 



SSMix in Portamento in the mid- 
dle ot a selection for a Gtssando 
effect. 



SSIide the upper Traveler lever 
to the right for a harder effect, 
to the left for a softer one. 



